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1. Introduction  
An emulsion layer is a mixture of two or more liquids in which one of them - the dispersed 
phase, is present as droplets of microscopic size, distributed throughout the other, called 
continuous phase. The existence of such layer between oil and water is due to the crude 
properties, and contaminants such as asphaltenes and resins. A measurement system to 
determine the boundaries of this emulsion in a modern oil production field is necessary to 
extract the pure single phase liquids [1, 2, 3]. This would for instance reduce the usage of 
expensive two phase flow meters and avoid the installation of additional tank separators 
along the upstream oil pipeline. In addition, this would help collecting accurate daily oil 
production statistics from each oil station. One widely deployed solution consists to inject 
chemical substances to completely eliminate the emulsion layer and leave only a crisp oil-
water interface which can then be detected relatively much more easier. However, this 
approach is costly, not environmental friendly, and leads to a significant increase of the 
retention time in the separator. This book chapter provides a survey on electronic-based-
techniques which are capable to measure the high and low boundaries of the emulsion layer 
in real-time. It then describes in more details a new ultrasonic-based device along with the 
experimental results it could provide. 
2. State of the art techniques for emulsion layer detection in oil tanks 
In recent years various types of devices have been proposed and in some cases deployed in 
the oil field to measure the lower and upper positions of the emulsion layers. These devices 
require more challenging design considerations than the ones used for level measurement 
because of the inhomogeneity, opacity, and multitude of phases which usually exist inside 
the tank. In addition, inside the crude oil tanks, there is usually abundance of H2S substance 
which is a harmful gas which can cause a devastating blast in case of a small ignition of the 
electrical parts of the device. Thus, the zone assigned to the inside area of the crude oil tanks 
is classified as an extremely dangerous zone, namely Zone 0 area. This requires a careful 
design of the device by ensuring that the voltage, current, and capacitances do not exceed a 
certain limit. Recently, intensive research & development works have been performed on 
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the design of such devices. They can be usually classified as radioactive or non radioactive 
types, in addition of featuring one or many of the followings:  
- The device is non intrusive and non invasive; 
- The device can operate continuously and require a minimum of maintenance; 
- The device is intrinsically safe and can operate in zone 0 areas; and 
- The device is a clamp-on type and externally mounted. 
2.1 Differential pressure-based device 
One of the commonly used devices to measure the liquid-liquid interface inside crude oil 
tanks is the pressure sensor-based device. The pressure, P, at a given height, h, within a 
liquid of density, ρ, is given by [3, 4, 5]: 
 P ghρ=   (1) 
Figure 1 below shows the principle of measuring the interface level, h1 within an uncovered 
tank containing water (density ρW) and oil (density ρO). A gauge differential pressure sensor 
for which one side is in direct contact with the bottom side of the tank, and the other side is 
in contact with the air provides the following gauge pressure, PG:  
 ( )G 1 1( )  ( )W WP gh g H hρ ρ= + −   (2) 
 
 
Fig. 1. Principle of interface level measurement using pressure sensors. 
Where H is the height of the liquid. Hence, knowing H, ρW, and ρo one can determine the 
height of the interface, h1. Note that the temperature compensation is usually required in 
these devices as the density of liquids varies with temperature. The main advantages of this 
technique are that the pressure sensors are cheap, not cumbersome, and can be easily 
installed in a tank. However it is suitable only when the interface separating the two liquids 
is crisp. In case a relatively thick layer containing mixed liquids separates the two liquids, 
the above design will not be any more applicable to determine the low and high positions of 
this layer. A possible design alternative with this kind of sensors would be to place an array 
Water(ρW) 
Oil(ρo) 
h1 
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of n pressure sensors along the vertical path of the tank which are separated by a constant 
distance, x (Figure 2). Hence, the lower and higher positions of the emulsion layer (h1 and h2 
respectively in Figure 2) would correspond to the pressure sensors providing the following 
values: 
 1 1 2 o 2( )    and     ( )WP gh P ghρ ρ= =  (3) 
 
 
Fig. 2. Principle of emulsion layer measurement using pressure sensors. 
Hence, for each height, h, the transmitter stores in its database the pressure values 
corresponding to water and oil respectively (ρWgh) and (ρOgh). It then proceeds to compare 
the actual pressure at height h, captured by the pressure sensor with these two stored 
values. The top height providing same (ρWgh) and lowest height providing same (ρWgh) 
corresponds to the lowest and highest interfaces respectively.   
Note that in this case, the knowledge of the total height of the liquid (H in Figure 2) is not 
any more required.  Providing one single sensor is possible if it is attached to an electro-
mechanical system to provide precise motion of the sensor in vertical positions (Figure 3). 
This technique however is not recommended in oil industry as moving parts in contact with 
conductive materials are subject to fast corrosion which would affect then the precision of 
the associated devices.   
The other problem with both designs (Figure 2 and Figure 3) is the extremely low sensitivity 
required for the pressure sensors. For instance, if a resolution of the device of x = 15 cm is 
sought, a sensor with a sensitivity of at least 0.210 psi would be required. Another not less 
important limitation of this device is its inability to deal with build-up problem which can 
be most likely be created on the sensor in case of crude oil. These are few reasons why 
pressure sensors-based devices have been used for level or crisp interface measurements, 
rather than emulsion layer measurement. 
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Fig. 3. Varying pressure as sensor level is changed. 
2.2 Capacitive sensor-based device 
Radio Frequency (RF) technology uses the electrical characteristics of a capacitor in several 
different configurations for interface measurement. Commonly referred to as RF 
capacitance, the method is suited for detecting the interface which might occur between or 
within liquids, slurries, or granular. Basically, when two conductive plates of area, A, are 
separated by a distance, d, the corresponding capacitance is proportional to the dielectric 
constant of the process enclosed within the plates, εr (Figure 4): 
 0 rC . .A /dε ε=  (4) 
 
d 
Conductive plates 
Dielectric εr 
C  
Fig. 4. Simple configuration of a capacitance. 
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In case of interface measurement, One plate can be the vessel wall, and the other one the 
measurement probe or electrode (Figure 5(a)). In another configuration, both plates are 
provided within the device (Figure 5(b)). For both configurations, the second plate 
(reference plate) should be connected electrically to the grounded metallic tank. Hence, in 
case of oil-water interface measurement, the capacitance gets short by water and thus the 
effective area of the plates change with the level of the water inside the tank. This leads to a 
linear trend between the height of the tank and the value of the capacitance.   
 
 
(First Plate) 
Water 
Oil 
Transmitter 
Electrode 
Electric wire 
Tank Wall 
(Second Plate) 
   
 
(Second Plate) 
Water 
Oil 
Transmitter 
Electrode 
(First Plate) 
 
                   (a)                                                                                (b) 
Fig. 5. Possible configurations of the capacitance probe for interface measurement (a) with 
one electrode only (b) with two electrodes.  
The measurement of the emulsion layer using capacitance probe is possible by deploying a 
vertical array of capacitance sensors along the vertical axis of the tank. In this case, the 
transmitter measures the dielectric constant of the liquid existing between the plates to 
determine the water-cut (i.e. the fraction of water in the total volume of liquid) at that 
height. By doing same for all sensors of the array, a vertical profile of the liquid existing in 
the tank can be provided. The difficulty here however is that for water-cut values greater 
than 40%, the capacitances tend to lose their sensitivity preventing the transmitter to 
determine the profile corresponding to the lower half of the emulsion layer. Another 
difficulty of capacitance probes in general is their inability to deal with build-up substances 
that might be created at the surface of their sensors. 
2.3 Radar or microwave-based device 
Radar or microwave-based devices generate electromagnetic waves, typically in the 
microwave X-band (10 GHz) range, and then proceed by analyzing the received signal to 
determine the liquids interface levels in the tank. The microwave generator is usually placed 
on the top of the tank to beam microwaves downward and then receives one or several echo 
signals which might be generated by the liquids interfaces, as well as by the top level of the 
liquid and bottom area of the tank (Figure 6). The measurement of travel time for the signal 
(called the time of flight) of these echoes signals allow to determine the heights of these 
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interfaces. For instance, in Figure 6, the height h of the oil-water interface is determined 
using the following equation: 
 ( )( )1 1 2 2 H –  0.5 / – /h t v t v=   (5) 
Where H is the distance between the transmitter and the ground (i.e. this corresponds to the 
height of the tank), t1 and t2, the transit time of the first and second echoes respectively, and 
v1 and v2 the speed of microwaves in the air and oil respectively.  
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Fig. 6. Principle of radar-based device for interface level measurement 
Note that in the above case, no echoes are reflected by the bottom wall of the tank since the 
water absorbs most of the microwave energy. For this same reason, the detection of the 
emulsion layer which might be created between oil and water using this type of device is 
difficult. However, one of the advantages of this technology is that the sensors are not 
intrusive and non invasive and hence no build-up substances are created on its sensing part. 
In addition, the device is not affected by possible changes of the environmental conditions 
(e.g. temperature and humidity) which facilitate its deployment in the field.  
2.4 Radiation-based device 
Recently, radiation-based instruments have been widely used in oil field, including for the 
measurement of interface levels in oil separators and tanks.  Radioisotopes (such as Gamma 
sources) used for level measurement emit energy at a fairly constant rate and in a random 
fashion.   Different radioactive isotopes are used, based on the penetrating power needed to 
“see” through the process vessel. The radiation from the source penetrates through the 
vessel wall and process fluid. In case of interface measurement, the radiation sensors are 
placed on a vertical array to measure the density profile across the height of the tanks.  The 
Tracerco Density Profiler system (based on nuclear technology) [18, 19] is one the most 
famous devices using this technology (Figure 7).  The instrument consists of a vertical array 
of a small, gamma ray emitting radioactive sources (Americium-241, the same radioisotope 
as is used in smoke detectors).  The radiation is monitored by a vertical array of radiation 
detectors. The source and detector assemblies are secured in dip-pipes that project down 
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into the separator.  The radiation beam from each source is collimated so that only the 
radiation detector at the corresponding elevation detects it. The attenuation of the beam in 
the process material between the source and detector is related to the density of that 
material. Effectively, each source/detector pair functions as a density gauge.   The outputs 
from the detectors give the density profile of the fluids inside the separator from which a 
precise measurement of the oil/water interface point can be obtained. 
 
 
Fig. 7. The Nucleonic Tracerco’s level measurement system ([18,19]). 
The advantage of this technology is its ability to operate in harsh environments and to deal 
simultaneously with multitude of phases of different types (e.g. liquid and gas phases). In 
addition, it is extremely suitable for applications involving high temperatures and pressures 
or corrosive materials within the vessel [18.19]. However, there are a number of 
compensating factors that seem to prevent nuclear from becoming a truly universal 
technology. One factor is high cost which is estimated at 2-4 times that of other technologies. 
In addition, because of the safety risks that might occur in case of radiation lose, periodical 
inspections and approvals are vital. 
2.5 Displacer-based device 
Displacers or floats are some of the most commonly used interface measuring mechanisms 
for ages. They rely on the Archimedes principle which states that when a body is floated or 
immersed in a fluid, it loses weight equal to the weight of the liquid displaced [20][21]. 
Hence, when two liquids have densities ρ1 and ρ2 (ρ1 < ρ2), a floater with density ρ would 
float on the interface separating the two liquids if the following condition is satisfied: 
 1 2
ρ <ρ <ρ
 (6) 
In case of emulsion layer measurement, a vertical array of several floats can be deployed in 
such a way that adjacent floats have densities which match the ones of liquids to be 
detected. For instance in Figure 8, the middle float would have a weight just larger than the 
oil and just lower than the highest level of emulsion to be measured.   
These devices have the advantages to be simple, accurate and can be adapted to measure 
wide variations in fluid densities. However, once the sensor is set up and adjusted for 
specific density of the liquid, the fluids measured must maintain their density, which is not 
always the case in oil field tanks where the wide variation range of temperature leads to a 
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change in the density of the liquid. Another possible source of errors in displacer/floats 
measurements is caused by sticky fluids such as heavy crude oil which can deposit on it and 
effectively change the displacement and causes a calibration shift. 
 
 
Displacers
Signal Processing
& Microprocessor
Oil
Water
Emulsion
 
Fig. 8. Displacers floating at top of each liquid.  
2.6 Vibrating switches-based device 
Vibrating level switches detect the dampening that occurs when a vibrating probe 
submerged in the target fluid moves at a resonance frequency which can range from 85 to 
400 Hz. This dampening is function of the density of the fluid surrounding it. Figure 9 
shows the basic principle of the device. It comprises mainly a paddle, control and processing 
unit, a magnet, and reed switch. The control and processing unit uses a driver coil to induce 
a 85-400 Hz vibration in the paddle that is damped out when the paddle gets covered by a 
process material. Hence, the magnet which is screwed inside the paddle moves vertically up 
and down and the reed switch gets actuated whenever the magnet is located in front of the 
switch. By this way, the sensor can detect both rising and falling levels of the paddle whose 
speed depends on the process. Hence, by deploying a vertical array of these switches inside 
the oil tank, the liquid profile inside the tank can be obtained. These devices can detect 
liquid/liquid, liquid/vapor, and solid/vapor interfaces, and can also signal density or 
viscosity variations. In addition, they are able to operate at pressures reaching up to 3,000 
psig and at temperatures ranging from -100 to 150°C (-150 to 300°F). 
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Fig. 9.  Block diagram of the vibrating Switch for interface measurement 
Also, the low operational frequency of these sensors makes the hardware-software design of 
the system easy and cheap. In addition, its fast response time, which is about 1 second, make 
real-time measurements possible. However, one major disadvantage of these sensors is the 
huge power required to drive the sensors up and down in the oil tank. Such motions may 
create some turbulences on the fluid which may induce some measurement errors. Another 
disadvantage of this device is the necessity to watch its sensing part immediately after each 
immersion in a sludge or slurry as they are extremely sensitive to material build-up or 
coating. In addition they are invasive and intrusive. These are few reasons why these 
sensors have been rarely deployed in the field.  
2.7 Optical fiber-based device 
In recent years, optical fiber sensors have been used in some oil field tanks as they have the 
capability to measure the pressure and temperature at different vertical positions of the tank 
and along one single optical fiber [3, 4, 5, 6, 7]. The basic concept is that the power propagating 
along the optical fiber is attenuated if part of its cladding is removed and if the external 
surrounding medium has a refractive index greater than that of the core. This is known as 
Fiber Brag Grating (Figure 10). Consequently the sensing element consists of a fiber that 
extends over the whole depth of the tank and whose cladding has been removed in equally 
spaced zones. Every time the liquid reaches or leaves one of these zones, the output power 
increases or decreases depending on the direction of the change of the liquid level. The liquid 
measurement is then carried by a discrete component analog signal conditioning circuit, which 
sums the up and down output power variations, each of which is counted separately. This 
prototype showed itself to have a good accuracy and an acceptable dynamic performance. The 
transducer resolution can be extremely low (less than 1 mm). 
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Fig. 10. Principle of multi-level measurements using optical fiber. 
In practice, increasing the number of unclad zones per meter would decrease the output 
power changes when the liquid level nears the full-scale. Hence, if the resolution has to be 
improved, the sensitivity of the signal conditioning hardware must be increased, to allow 
useful output power variations to be distinguished from noise.  One of the major advantages 
of this type of sensors is that the readings are not affected by the electrical interfaces that 
might be generated by the surrounding electrical cables or motors. In addition they are 
intrinsically safe and the signal cable can be deployed inside the tank without the need of 
any kind of certification. However, one of their main disadvantages is their incapacity to 
overcome the build-up problem.  
3. An alternative: ultrasonic-based device  
Detection of changes of composition in a medium with the aid of ultrasound waves has been 
disclosed in [9]. The probe comprises two ultrasonic sensors (one emitting and another 
receiving sensor) mounted into two vertical stands to detect the upper and lower levels of 
the emulsion layer inside a laboratory-scale tank of 1 meter height. Both sensors move up 
and down at the same horizontal level to provide information on the liquid within that 
level. However the system is not suitable to operate in relatively higher tanks (i.e. more than 
3 meters tanks, which is the minimum height of storage or separation tanks in oil fields). 
One reason is that the electrical millivolt echo signal generated by the receiver ultrasound 
sensor can barely reach the electronics located at the top of the tank if their separating 
distance exceeds few meters. In addition, the system suffers from using relatively low 
ultrasonic frequencies (i.e. less than 180 kHz) which affects the accuracy of the measurement 
and prevents the device to detect relatively thin layers of sludge buildup commonly found 
at the surface of the sensors after few operating days.  
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In this book chapter, a new industrial prototype ultrasonic-based device, which overcomes 
the above drawbacks, is presented. It does not contain any moving part and has been 
demonstrated to effectively measure the emulsion levels, in addition to the amount of 
water-cut (i.e. percentage of water in oil) within the emulsion layer. The probe operates in a 
real oil field tank (e.g. a tank with a height equal to 4.35 m) by transmitting ultrasonic waves 
at its different heights in a time multiplexer manner. An embedded expert system algorithm 
is implemented in the transmitter situated at the top of the tank to find out if the fluid at the 
height of the ultrasound transducer which is being activated corresponds to oil, water, 
emulsion, or air. It uses as input features for the pattern recognition algorithm both the 
delay and number of echoes whose amplitude exceeds a predefined threshold. The 
determination of the water-cut within the emulsion layer is performed by an embedded feed 
forward neural network algorithm. Experimental results in various conditions of 
temperature showed a good accuracy for the detection of the emulsion layer and +/- 3 
relative error for the computation of the water-cut within the emulsion layer. 
3.1 Measurement principal and preliminary experimental setup 
The measuring principle for measuring the position of the emulsion layer in the oil tank 
consists to use a one dimensional array of high frequency ultrasonic sensors (i.e. 3 MHz 
sensors have been used in this book). Each sensor of the array operates in transmit-receive 
mode to emit horizontally burst of ultrasonic waves through the medium (i.e. oil, water, 
emulsion, or foam) and then collects the received waves and convert them into electronic 
signals for further processing. This latter task is performed by the transmitter, which is fixed 
on the top of the tank, to measure the type of medium surrounding the actual sensor. By 
similarly driving all the sensors of the array, a vertical profile of the oil tank can be deduced. 
The usage of high frequency sensors, instead of low frequency is motivated by the fact that 
usually the crude oil leaves a thin layer of undesirable sludge buildup on the surfaces. Thus, 
a high resolution ultrasound imaging system is required to scale down to that small 
thickness. This book chapter treats this common practical problem, which, to our 
knowledge, has not been sufficiently tackled in the literature. Figure 11 shows the overall 
hardware bloc diagram of the system. The array of ultrasonic sensors are hold in cuboid 
boxes (two sensors per box) which are fixed to a vertical stainless steel bar though screws to 
occupy the complete height of the tank (i.e. 4.35 m). A second vertical stainless steel bar 
which is parallel to the first one by a separating distance of 5 cm is used as a reflector for the 
ultrasonic sensors. The usage of stainless steel material is motivated by the need to avoid the 
corrosion of the metallic bars which may lead to false measurements. One of the advantages 
of the proposed system is that it is modular, since adjacent sensors are connected to each 
other though a removable flexible stainless steel pipes which carry few electrical wires (i.e. 
for carrying power supply and sensor signals: See Section 3). In addition, the system is not 
invasive since the sensors are not in direct contact with the process liquid but protected with 
circular glass. Prior to a detailed design of the electronic system and its pattern recognition 
algorithm, a preliminary experimental setup was built to carry out the analog signals of each 
sensor of the array under various conditions of temperature, sensor depth, and flow rate of 
the mixed two phases liquid injected into the tank. The repetitiveness of the measurements 
and matching the collected database with theoretical concepts were sought out of this 
preliminary step of the design. In addition, the tightness of the sensor against any 
penetration of the liquid into the electronics had to be investigated for different depths. This 
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is because the amount of acidity existing in the crude oil can easily attack the gaskets which 
protect the electronics, especially under high temperature and pressure. Following extensive 
experiments, it came out that the strongest epoxy can't sustain crude oil, whereas viton, 
which has been selected, could resist up to 5 bars pressure and 75 0C in contact with crude 
oil. The designed device is inserted inside a thermostat regulated and pressurized column of 
4.7 meters height. This would allow testing the instrument at even deeper depth (e.g. up to 
45 meters for some oil field separator tanks) since this latest, h, is proportional to the 
pressure, p (e.g.  ). Two pumps are used to inject either water or oil, from two outdoor 
storage oil and water tanks of 1 m3 each respectively, towards the column creating an 
emulsion layer inside it. The liquid formed in the column may also be carried out into a 
separate storage tank under different flow rate, leading to a continuous testing with similar 
conditions than in the oil field.  The operational cycle can be described in the following way: 
A pulse generator feeds each transmit transducer of the array under test with a sinusoidal 
burst of a predetermined number of periods through a connection network. This process 
continues for a predetermined number of times, where the acquisition is performed in a 
coherent fashion by a high bandwidth oscilloscope (i.e. 500 Msamples/sec) which was 
placed on the top of the tank (i.e. same connection points than the transmitter). The 
measured data were presented to the remote PC over the RS485 serial interface. Figure 12 
shows the reflection signals generated by one of the ultrasonic sensors of the array and 
collected by the oscilloscope. Hence, several echo signals (more than seven in this case) 
could be observed. The first high-amplitude signal which follows the transmitted pulse 
however is not an echo signal but a reflection signal from the sensor’s stainless-steel casing. 
Hence, a software delay of few µs is performed by the transmitter in order to discriminate 
this pulse from the real echoes. The removal of these latest is not required since it does not 
belong to the region of interest (i.e. before the actual echoes start to appear). 
 
 
Fig. 11. Hardware overview 
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3.2 Feature extraction and pattern recognition algorithm 
The discrimination between oil, water, and emulsion relies on a number of feature 
descriptors, some of them being meaningful and the rest being redundant, if not properly 
handled. The aim of this section is to highlight effects of some parameters on the ultrasound 
waves and how they can complement each other to achieve accurate results with low 
hardware complexity. 
 
 
Fig. 12. Oscilloscope output displaying the echoes generated by one of the ultrasonic sensors  
a. Effects of temperature and sensor depth in pure water and oil 
As the experiments have to be carried out in outdoor where the temperature may vary 
within a relatively high range (from 20ºC to 70ºC), the effect of temperature on the 
ultrasound waves has been addressed. The speed of ultrasound waves (in [m/s.]) in water 
increases with temperature according to the equation [10]:      
 2 3 2 3 -11 2 3 4 5 6 7 8 9( ) ( 35) ( 35)  [ s ]c T a a T a T a T a S a Z a Z a T S a TZ m= + + + + − + + + − +  (7) 
Where T, S, and Z are temperature in degrees Celsius, salinity in parts per thousand and 
depth in meters, respectively. Where a1 to a9 are positive constants. However, in case of oil, 
the speed of the ultrasonic waves decreases with the increase of temperature [11]. Therefore, 
the detection of the emulsion layer in case of high temperature is easier since the delay tends 
to be larger. A mixture of oil and water would 3provide a speed between the speed of pure 
oil and speed of pure water. Consequently, knowing the actual temperature and salinity of 
the liquid, together with the speed of the ultrasonic waves in the liquid, it is possible to 
deduce the density of liquid using some well adopted pattern recognition algorithms. Figure 
13 shows the effect of the temperature (from 20 to 85 ºC) on the delay for one of the 
ultrasonic sensor of the array (i.e. sensor # 12). The delay here corresponds to the time it 
takes for echo to cross 100 mV for the first time. From Figure 13, it can be deduced that the 
delay can be used as one of the features for classification since it provides a clear 
discrimination between pure oil and pure water at a given temperature. However, as it will 
Time [x100 µs] 
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be highlighted in the next section, the computation of the water-cut may require the 
consideration of more additional parameters since various combinations of oil-water 
mixtures may lead to a same delay. 
 
 
Water-cut [%] 
 
Fig. 13. Plot showing the effect of temperature on the delay of the ultrasonic wave for one of 
the sensor of the array [sensor # 12].  
b. Effects of oil used 
The type of oil used in our experiments is crude oil which is continuously injected into the 
oil tank creating a significant emulsion layer of undefined water-cut. The effect of the water-
cut and the flow rate of the fluid carried out from the tank on the ultrasonic waves were 
sought out of this phase of experiments. As shown in Figure 14, in case of bubbles of oil 
(fluid2 in Figure 14) in water (fluid1 in Figure 14), the average delay of ultrasound waves (in 
seconds) are expected to vary according to the equation:   
 
1 2
2
( 1) ( 2)
d d
Delay
Fluid Fluidν ν
⎡ ⎤
= ⋅ +⎢ ⎥⎣ ⎦  (8) 
Where d1 and d2 are the path lengths traversed by the ultrasonic wave in Fluid 1 and Fluid 
2 respectively and v(Fluid1) and v(Fluid2) the sound speed in Fluid 1 and Fluid 2 
respectively. In addition, the reflected wave, Pr in Figure 14, may be damped by the 
mixed fluid proportionally to its absorption coefficient, α, which has the following 
expression [12]:                                  
 3
2 f
c
pi µ
α
ρ
=  (9) 
Where f  is the frequency of the sound wave, µ the viscosity of the medium, ρ the density of 
the medium, and c the velocity of the sound in the medium. 
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Fig. 14. Ultrasonic waves reflections with the presence of large bubbles. 
Figure 15 shows the water-cut function of the delay for two sensors of the array (i.e. sensors 
#4 and 12) at 320C.  Hence, overall the delay follows a non linear increasing trend for both 
sensors. Similar trend was observed for the peak to peak voltage of the ultrasound wave. 
The usage of neural network technique for each sensor seems then to be a possible 
alternative for the pattern recognition algorithm to determine the water-cut surrounding the 
sensor. However, in some regions (points A and B in Figure 15), the delay is similar for two 
different values of water-cut. The reason is due to the output flow of the liquid inside the 
tank, which tends to move the ultrasonic wave in its direction, causing an extra delay. This 
is the reason why additional information regarding the flow velocity, v, of the liquid carried 
out from the column needs to be considered. This latest is function of the differential 
pressure, ∆P, between two sensors fixed along the array as follows [14]:                                                         
 
2
2
L f v
P pgh
d
ρ× × ×∆ = +  (10) 
Where h is the distance separating the two pressure sensors, ρ the density of the liquid along 
the column, f is the friction factor (e.g. a Moody friction factor calculated using known 
roughness of an inner surface of the pipe), and d is the inner diameter of the pipe. The 
solution adopted in this book chapter consists then to add two pressure sensors in the array 
(i.e. in transducers 1 and 28 respectively), within which, the average density of the liquid is 
also estimated. Figure 16 shows the plot of the velocity function of the differential pressure 
for different fluid densities (ρ = 820, 910, and 950 kg.m-3). Hence, overall the flow velocity 
follows the trend of equation 10. In practice, by using the pressure as additional input to 
treat the regions which are similar to A and B, a compensation of the delay function of the 
fluid velocity could be achieved. 
Fluid 
Bubble of Fluid 2 
Ultrasonic  
   sensor 
Pi 
Pr 
Pipe Wall 
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Fig. 15. Delay versus water-cut plot for two sensors of the array (Sensors 4 & 12) 
 
 
Fig. 16. Differential pressure versus flow rate for various liquid densities 
c. Effects of liquid bubbles in the continuous phase 
In addition to the liquid viscosity, the loose of energy of the transmitted ultrasonic wave 
may also be caused by the liquid bubbles which generate reflections according to the 
following equation [12]: 
 2 1
2 1
Z Z
R
Z Z
−
=
+
  (11) 
Where R is the ratio of reflected to the incident ultrasound waves’ pressure, Z1 the acoustic 
impedance of the liquid bubble, and Z2 the acoustic impedance of the continuous phase. In 
www.intechopen.com
 Interface Layers Detection in Oil Field Tanks: A Critical Review 
 
197 
[13] the impedance and interaction processes for a wide range of materials of interest is 
provided. Hence, the level of decrease of the voltage amplitude of the received echo from 
the stainless steel reflector, and consequently the number of echoes, is function of the 
number of bubbles in the continuous phase. Consequently, as shown in Figure 17 (where the 
x-axis, “sensor level”, corresponds to a given sensor numbered from bottom to top in the 
tank), the number of received echoes would provide an indication on the type of liquid 
surrounding the sensor (i.e. water, oil, or emulsion). In the Figure, sensor 9, 10, and 11 
provided only 3 echoes, whereas sensors 12 to 16 provided more than 6 echoes. Sensors 1 to 
8 could not provide any echo, since the corresponding liquid was foam. 
Figure 18 shows the number of echoes, function of the water-cut. Overall, this number is 
higher for pure liquid than in case of emulsion. However, it does not provide information 
on the water cut. Accordingly, knowing the delay, peak to peak amplitude of the echo 
signals and their numbers, an estimation of the actual water-cut within the emulsion layer 
can be achieved. 
 
 
Fig. 17. Detecting the emulsion layer using the number of echoes. 
 
 
Fig. 18. Number of pulses versus water-cut. 
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d. Compensation of the sludge buildup 
Besides the three aforementioned effects, the intrinsic properties of the crude oil may lead to 
the creation of a sludge buildup on the surfaces of the sensor and reflector (Figure 19), the 
thickness of which may vary from few mms to several cm. The challenge then is how to 
compensate for such layer during the measurements.  
 
 
Fig. 19. Reflection of ultrasonic waves in the presence of sludge buildup. 
From the above Figure, it is clear that when the liquid between the sensor and reflector is 
pure oil, the only reflection which may occur is the one caused by the reflector (i.e. A3 wave 
only in Figure 20(d)). A similar situation would occur in case no sludge buildup exists 
between the sensor and reflector. However, when the liquid is not pure oil, additional 
echoes may appear with the presence of the sludge buildup as shown in Figures 10(a) to (c). 
Hence three reflections might occur if both the surface of the sensor and the reflector have a 
sludge buildup on their surface (Figure 20(a)). On the other hand, in case the sludge buildup 
is formed exclusively on either the surface of the sensor or the reflector, then only two 
reflections are created (Figure 20(b) and (c)).  
 
 
Fig. 20. Echoes waves due to sludge buildup when the phase between the sensor and 
reflector is not pure oil. 
thliquid
A1*
A1
A2
A3
A0
A2*
d
Ultrasonic sensor
Build-up #1 Build-up #2
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The goal here is to consider only echoes generated either by the stainless steel reflector or 
the surface of the sensor and mask out other echoes caused by the sludge build-up. Thus, 
the pattern recognition algorithm has to deal with a liquid of variable thickness, thliquid in 
Figure 19. One solution to compute this variable is to consider a time window of duration [0, 
tmax], where tmax is the maximal delay throughout the liquid (i.e. delay in case the path is 
100% crude oil in this case) and then count the number of echoes, Nechos, within this 
window. The value of thliquid could be then determined using one the following three 
equations:  
 
1 3 2
echoes
liquid echoes
3 21
echoes
[ ] [ ] [ ]
                 for N = 3
                                                         for N =1
[ ] [ ][ ]
  OR           for N =2      
oil
oil oil
t A t A t A
d
v
th d
t A t At A
d d
v v
+ −⎧
−⎪⎪
= ⎨
+
− −
⎪
⎪⎪⎪⎩
 (12) 
 
Where d is the actual distance between the sensor and reflector (Figure 19) and voil the 
speed of the ultrasonic wave in the crude oil. Hence, in case of two echoes, selecting one of 
the two possible values of thliquid would require to check the phase of the first echo 
received by the sensor. According to Equation 11, the phase corresponding to the transition 
sensor-sludge build-up-liquid-reflector is the inverse of the phase corresponding to the 
transition liquid-sludge build-up-reflector. Consequently, a proper exploration of the 
ultrasonic signals would overcome the errors of measurements introduced by the sludge 
built-up, which is impossible to achieve with other types of sensors such as the capacitance 
and conductance sensors. For a thickness, thliquid, the delay and peak to peak voltage to be 
considered for the ultrasonic waves can be scaled up for the pattern recognition algorithm to 
the following expressions: 
[ ] [ ]
liquid
liquid
th
Delay d delay th
d
= ×
 
and  
[ ] [ ]
liquid
liquid
th
Vp p d Vp p th
d
− = − ×
 
 
3.3 Pattern recognition algorithms 
Following the above experimental setup, a pattern recognition algorithm has been designed 
and implemented (Figure 21). It is modular and consists of a loop of several sequential time 
domain processes which use as input patterns the echo signal’s amplitude a(t), delay d(t), 
number of echoes, Necho(t), Temperature, T(t), and differential pressure, ∆P(t). The 
estimation of the build-up thickness and the determination of the liquid flow-rate were 
already addressed in Section 2. The next two sections would present the algorithms to 
determine the type of liquid and compute the water-cut respectively. 
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Fig. 21. Bloc diagram of the pattern recognition algorithm. 
a. An expert system-based algorithm to determine the type of liquid 
Figure 22 shows the flow chart of the algorithm. It consists of an expert system which uses 
the delay and number of echoes caused by the reflector as input parameters. The algorithm 
starts by activating the lowest sensor in the tank (i.e. n =1), from which it acquires the 
corresponding time delays and number of echoes. These two parameters are then processed 
by the expert system according to the elements of the database.  
 
 n = 1 
Activate 
sensor n 
Expert System 
(4 rules) 
n = n + 1 
n<28   ? 
Time 
Delay 
Number 
of pulses  
If “Time Delay” < twater then  
                 It’s Water 
Else If “Time Delay” < toil then  
     If “Number of Pulses” < 3 then  
                 It’s Emulsion 
      Else  
 It’s Oil 
Else If “Time Delay” = ∞ then  
 It’s Gas 
 
Fig. 22. Flow chart of the pattern recognition algorithm 
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Hence, for a time delay less than a threshold twater*(thliquid/d) (where d is the distance 
between the sensor and reflector) the type of liquid being sensed by the actual sensor 
corresponds to water. Otherwise, in case the time delay is greater than oil*(thliquid/d), then 
the liquid is either emulsion or oil depending on the number of pulses being collected (i.e. 
emulsion for less than 3 pulses, oil otherwise). Finally, in case no echo is detected, then the 
corresponding phase corresponds to foam or gas. Note that the thresholds, twater*(thliquid/d) 
and toil*(thliquid/d) (e.g. according to Section 2.1(a) and Figure for an operation temperature 
ranging from 20 0C to 70 0C setting twater and toil to 140 μs and toil, = 150 μs, respectively is 
reasonable for thliquid = d) were selected in such a way that the classification is independent 
of the temperature. The same procedure is done for all sensors of the device to provide the 
water-cut profile of the column. This algorithm, which has been coded in assembly and 
implemented into the transmitter, has the advantage of being simple and does not require 
complicated hardware. However it is not capable to provide the water-cut value. 
b. A neural network-based algorithm for water-cut computation 
The second algorithm dedicated for water-cut computation is based on a feed forward 
neural network with backpropagation training. The motivation of using neural network is 
due to the fact that the elements of the database as shown in Figures 3, 5, and 6 are not linear 
and depend on several variables (i.e. temperature and flow rate). The topology that gave 
satisfactory results was: input layer of dimension 6, one hidden layer with 6 neurons and the 
output layer with 1 neuron for the water-cut value (Figure 23). This network demonstrated 
to be robust enough to determine the water-cut value within relatively low computation 
time. The first layer contains the six input variables (peak to peak voltage, delay, number of 
pulses within the time window [0, tmax], phase of the ultrasonic wave, temperature, and 
∆P). The training set had 94 exemplars, and also validation and test sets each with 47 
exemplars, were employed. All sets were mutually exclusive, and contained exemplars 
spanning the considered water-cut range. The nodes in the hidden layer are connected to all 
nodes in adjacent layers. Each connection carries a weight, wij . Hence, the output of a node 
(j) in the hidden layer can be expressed as follows: 
 
6
1
( )j ij i
i
ui g w x
=
= ×∑
  (13) 
                 
 
Fig. 23. Neural Network algorithm for water-cut determination 
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Where gj is the activation function which is usually selected as non linear to enable the 
network to model to some extent some nonlinearities present in the problem. Following 
extensive experiments, the Logsig function was found to be the most appropriate in our 
case. Thus, for a particular input vector, the output vector of the network is determined by 
feedforward calculation. We progress sequentially through the network layers, from inputs to 
outputs, calculating the activation of each node using Eq. (7), until we calculate the 
activation of the output nodes. 
3.4 Electronic design 
The overall system is modular and consists of a 1-D array of tens of ultrasonic transducers 
which are connected to each other in a daisy chain manner via stainless-steel shielded wires 
and an embedded transmitter based on Reduced Instruction Set Computer (RISC) processor 
to perform control, data acquisition and real-time pattern recognition tasks. In addition it 
delivers the output results (i.e. low and high position of the emulsion layer) either as current 
loop 4-20 mA or RS-485 protocol to the remote control room. The temperature of the tanks 
which can reach up to 700C in summer season. Furthermore, and following the results 
obtained from the experimental setup, each transducer has been equipped with a 
temperature sensor. In addition, two pressure sensors were added to sensors 1 and 26 
respectively. 
3.4.1 Ultrasonic transducer 
Each transducer comprises the sensor and its corresponding electronics (housed in stainless 
steel enclosures with IP-68 norm) and is provided with a periodical pulse repetition rate of 
approximately 10 Hz for the received echoes to die completely out before an excitation of 
200 V peak to peak of the next burst cycle. Thus, the whole column which consists of 28 
sensors can be scanned within 2.8 s. This is fast enough for oil field tanks, since they are 
filled with a maximal flow rate of 500 l/min (e.g. 22.8l/2.8 sec,), which corresponds to a 
negligible increase of the liquid height in the tank since the tank diameter usually exceeds 5 
m. The returned echoes are pre-amplified and amplified with an accumulative gain of up to 
30 dB using a variable gain amplifier which also provides pass-band filtering with a 
bandwidth of 3 MHz + 200 KHz. The role of the filter is to reduce low frequency noises 
induced by the vibrations of the pipes which are connected to the tank. Thus, using this 
filter, the signal to Noise Ratio (SNR) of the signal in Figure 12 was improved from 9.4 dB to 
16.4 dB which is high enough to perform pattern recognition tasks. The next step is then to 
emit similar echo signals to the transmitter for further processing. Figure 24 shows the 
electrical connections between the sensors and the transmitter. A set of only twelve (12) 
electrical wires (2 for DC power supply, 2 for signals and 8 for control) only connect 
adjacent enclosures in a daisy chain manner. Thus an analog switch is associated to each 
ultrasound sensor to enable/disable the high voltage (e.g. 200 Volts) pulse voltage generated 
by the transmitter based on the value carried out by the input address bus. The echo signal 
from the sensor is then amplified and carried out via a single shared wire to the transmitter. 
This design has the advantage to reduce the number of wires between the transducers to a 
constant value (12 wires), independently from the height of the tank or the target resolution. 
All the electronics parts were implemented in PCBs. In addition, the instrument is not 
invasive since the ultrasonic sensors are not directly in contact with the process fluid but 
protected with glass proving an EEx-m protection.  
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3.4.2 Transmitter 
The transducers are sequentially enabled by the transmitter in a time multiplexed manner to 
sense the surrounding liquid. The corresponding analog echoes signal is then sent to the 
transmitter for digitalization at a sampling rate of 100 Msamples/s and for further 
processing. This latter task is handled by a RISC ARM-based processor which also transfers 
the final results (i.e. tank profile) to the remote control room.  
 
 
    
  
  
  
  
  
  
  
  
  
 1
2
 w
ir
es
   
 
Amplifier 
Address 
Transducer-1  (n=1) Ultrasound 
waves 
Selector 
Transducer-n  (n=28) 
Address
Selector 
Amplifier 
 
 
Fig. 24. Electronic design: Transducer-Transducer connections. 
The transmitter also comprises a main processing unit that implements the pattern 
recognition algorithm and provides an Input/Output interface to/from the remote 
computer (RS485 or 4-20 mA standards which generates three levels corresponding to the 
bottom and top levels of the emulsion layer and the top level of the oil, as well as the tank 
profile), an amplifier module to amplify the signal to an acceptable level, and a 
pulser/selector circuit to activate each of the sensors in a time multiplexed manner with a 
short burst signal. The analog signal sent by the ultrasonic sensor is converted into digital by 
a high speed comparator for further processing. 
4. Experimental results and discussions 
The ultrasonic system has been immersed into the column and extensively assessed under 
different scenarios as follows: The oil tank and water tank continuously feed the column 
with various water-cut values by remotely adjusting the control valves placed after the oil 
pump and water pump respectively using a host computer. The fluid inside the tank is then 
simultaneously carried out into a storage tank, allowing a continuous supply of the mixed 
fluid into the column until both oil and water tanks become empty. Figure 25 shows the 
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principle of the experiment. The assessment of the device is done by comparing the amount 
of water-cut measured at a specific height in the column (e.g. height corresponding to sensor 
#16) with the output of the water-cut meter which measures the amount of water in oil of 
the two phase outflow carried out from the column at the same height than sensor # 16. 
Figure 26 shows the results obtained from the two devices, where the “reference” signal is 
provided by the water-cut meter and “instrument” signal is provided by our acoustic 
system. It can be clearly observed the capability of our device to track fast water-cut 
variations, even within the critical range of 40- 60% which would not be possible with the 
capacitance or conductance probes. Note that in some situations, the water-cut meter 
indicates brief 0% water-cut, which is different from the output of the acoustic system. This 
might be due to the flow regime of the fluid crossing the water-cut meter where because the 
fluid is discharged from the column into the storage tank by gravity, no liquid is present at 
those time slots (which corresponds to 0% water-cut). Figure 27 shows another experiment 
covering higher water-cuts. Hence, it can be clearly observed the capability of the device to 
determine the profile of oil tanks for various values of water-cut. Overall, the averaged 
relative error for oil and water was always less than +/- 3%. It is defined respectively as:         
( ) ( )
( )[%] 100[%]
( )
a r
r
Q W Q W
Error W
Q W
−
= ×    and  
( ) ( )
( )[%] 100[%]
( )
a r
r
Q O Q O
Error O
Q O
−
= ×        
Where Qr(W) and Qr(O) are the total quantities of water and oil respectively injected into the 
column and Qa(W) and Qa(O) the total amounts of water and oil respectively as computed 
by the instrument. 
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Fig. 25. Experimental setup to validate the accuracy of the device to measure the water-cut . 
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Fig. 26. Plot comparing the measured water-cut versus the reference. 
 
 
Fig. 27. Plot comparing the measured water-cut versus the reference for high water-cut.  
Regarding the emulsion layer detection, Figures 18(a) and (b) shows the dynamic behavior 
of the emulsion for one of the sensors of the device (sensor #16) in case of water dominated 
(e.g. water fraction more than 90%) or oil dominated mixture (e.g. oil fraction more than 
90%) respectively. It could be seen that in case of water dominant emulsion, the delay keeps 
decreasing since the bubbles of oil tend to disappear. However, in oil dominant emulsion, 
the delay keeps increasing since the bubbles of water tend to disappear.  
Figure 29 shows the results of tracking the emulsion layer in the column. Initially, the 
column was filled with water (of height 285 cm) and oil (of height 75 cm). By filling the 
column with water (of height 30 cm), an emulsion layer has been created on the top of the 
column. As the water tends to move downward, the thickness of the emulsion layer tends to 
increases and reaches its maximum value at time t = 20 s. Next, pure oil starts to appear at 
the top of the tank and its thickness tends to increase until it reaches its maximal value at 
time = 78 s. Hence, the water thickness increases by 30 cm from its initial value.  Figure 30 
shows the graphical user interface in the computer of the control room showing a snapshot 
of the above experiment in which an emulsion layer was formed between the water and 
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kerosene. The emulsion layer is represented by two windows: In window 1 the plot of the 
emulsion layer is represented, whereas in Window 3, the profile of the whole tank is 
represented by assigning each sensor with a specific color (e.g. Blue for water, pink for 
emulsion, yellow for gas, and brown for crude oil). 
 
 
Fig. 28. Dynamic tracking of sensor 16 in water-dominant (a) and oil dominant (b) emulsion. 
www.intechopen.com
 Interface Layers Detection in Oil Field Tanks: A Critical Review 
 
207 
 
Fig. 29. Dynamic tracking of the emulsion layer. 
 
 
Fig. 30. Graphical user interface in the remote computer. 
5. Conclusion 
In this book chapter, a critical review on the most recent devices for emulsion layer 
detection was presented. At present, the radioactive-based device seems to be the most 
successfully commercially available devices from the accuracy point of view. However, 
because of the continuous danger it presents to the operator, oil companies are reluctant to 
use this technology in their field. This book chapter also presents an alternative safe solution 
which uses ultrasonic sensors. This device was designed, implemented and tested for real-
time and accurate detection of the emulsion layer in a 4.35 m height tank. In addition, it was 
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demonstrated that the instrument can provide the profile of the two phase liquid within a 
relative error of +/- 3%. The device is easy to maintain and install (no need to modify the oil 
tank) and is modular (i.e. Field Removable and Replaceable) and can deal with sludge 
buildup which may be caused by crude oil at the surface of the sensor and/or reflector.  
6. References 
[1] S.C. Bera, J.K. Ray, and S. Chattopadhyay, “A low-cost noncontact capacitance-type level 
transducer for a conducting liquid”, IEEE Transactions on Instrumentation and 
Measurement, Volume 55, Issue 3, pp. 778 – 786, June 2006. 
[2] W. Yin, A. Peyton, G. Zysko, and R. Denno “Simultaneous Non-contact Measurement of 
Water Level and Conductivity”, in Proceedings of IEEE conference on 
Instrumentation and Measurement Technology (IMTC’2006), pp. 2144–2147, April 
2006. 
[3] Holler, G.; Thurner, T.; Zangl, H. and Brasseur, G; “A novel capacitance sensor principle 
applicable for spatially resolving downhole measurements”, Proceedings 
IMTC/2002, Volume 2, pp. 1157 – 1160, Volume 2, May 2002. 
[4] Weiss, M and Knochel, R, “A sub-millimeter accurate microwave multilevel  gauging 
system for liquids in tanks”, Microwave Theory and Techniques, IEEE  
Transactions on Volume 49, Issue 2, pp. 381 - 384 Digital Object Identifier 
10.1109/22.903101, February 2001. 
[5] R.Meador and H. Paap, “Emulsion Composition Monitor”, U.S. Patent No. 4,458,524, 
date of Patent: 10 July 1984. 
[6] Foden, P.R. Spencer, and R. Vassie, J.M.; “An instrument for-accurate sea level and  wave 
measurement”, Proceedings in OCEANS '98 Conference, pp. 405 – 408, Volume 1,  
28 September-October 1st, 1998. 
[7] Antonio Pietrosanto, and Antonio Scaglione “Microcontroller-Based Performance 
Enhancement of an Optical Fiber Level Transducer”, from Giovanni Betta, Associate 
Member, IEEE, IEEE Transactions on Instrumentation and Measurement,    Volume 
47, No. 2, April 1998. 
[8] Lee Robins, “On-line Diagnostics Techniques in the Oil, Gas, and Chemical Industry”, in 
Proceedings Third Middle East Non-destructive Testing Conference, 27-30 
November, Bahrain, Manama, 2005. 
[9] Al-Naamany, A. M.; Meribout, M.; and Al Busaidi, K., “Design and  Implementation of a 
New Nonradioactive-Based Machine for Detecting Oil–Water Interfaces in Oil 
Tanks”, IEEE Transactions on Instrumentation and Measurement, Volume 56, Issue 
5, pp. 1532 –1536, Oct. 2007. 
[10] Mackenzie and Kenneth V.;“Discussion of sea-water sound-speed determinations". 
Journal of the Acoustical Society of America Volume 70, Issue 3, pp. 801-806, 1981. 
[11] Urick R. J., “Sound propagation in the sea”; The Journal of the Acoustical Society  of 
America, Volume 86, Issue 4, October 1989, pp. 1626. 
[12] L. Kinsler, A. Frey, and A. Coppens, “Principal of Acoustics” John Wiley & sons, ISBN-
13:9780471847892, 2000. 
[13] L C Lynnworth, "Ultrasonic impedance matching from solids to gases", IEEE  
Transactions on Sonics and Ultrasonics, SU-12. (2). pp. 37-48, 1965. 
[14] Lynnworth, L. C. and Magri, V., “Industrial Process Control Sensors and Systems”, 
Ultrasonic Instruments and Devices: Reference for Modern Instrumentation, 
Techniques, and Technology, Volume 23 in the series Physical Acoustics, Academic 
Press, pp. 275-470, 1999.  
www.intechopen.com
Expert Systems for Human, Materials and Automation
Edited by Prof. PetricÄƒ Vizureanu
ISBN 978-953-307-334-7
Hard cover, 392 pages
Publisher InTech
Published online 10, October, 2011
Published in print edition October, 2011
InTech Europe
University Campus STeP Ri 
Slavka Krautzeka 83/A 
51000 Rijeka, Croatia 
Phone: +385 (51) 770 447 
Fax: +385 (51) 686 166
www.intechopen.com
InTech China
Unit 405, Office Block, Hotel Equatorial Shanghai 
No.65, Yan An Road (West), Shanghai, 200040, China 
Phone: +86-21-62489820 
Fax: +86-21-62489821
The ability to create intelligent machines has intrigued humans since ancient times, and today with the advent
of the computer and 50 years of research into AI programming techniques, the dream of smart machines is
becoming a reality. The concept of human-computer interfaces has been undergoing changes over the years.
In carrying out the most important tasks is the lack of formalized application methods, mathematical models
and advanced computer support. The evolution of biological systems to adapt to their environment has
fascinated and challenged scientists to increase their level of understanding of the functional characteristics of
such systems. This book has 19 chapters and explain that the expert systems are products of the artificial
intelligence, branch of computer science that seeks to develop intelligent programs for human, materials and
automation.
How to reference
In order to correctly reference this scholarly work, feel free to copy and paste the following:
Mahmoud Meribout, Ahmed Al Naamany and Khamis Al Busaidi (2011). Interface Layers Detection in Oil Field
Tanks: A Critical Review, Expert Systems for Human, Materials and Automation, Prof. PetricÄƒ Vizureanu
(Ed.), ISBN: 978-953-307-334-7, InTech, Available from: http://www.intechopen.com/books/expert-systems-
for-human-materials-and-automation/interface-layers-detection-in-oil-field-tanks-a-critical-review
© 2011 The Author(s). Licensee IntechOpen. This is an open access article
distributed under the terms of the Creative Commons Attribution 3.0
License, which permits unrestricted use, distribution, and reproduction in
any medium, provided the original work is properly cited.
